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(ii) Routine inspection and preventa-
tive maintenance and corresponding 
schedules of each indurating furnace. 

(iii) Performance analyses of each 
indurating furnace. 

(iv) Keeping applicable operator logs. 
(v) Keeping applicable records to doc-

ument compliance with each element. 

GENERAL COMPLIANCE REQUIREMENTS 

§ 63.9610 What are my general require-
ments for complying with this sub-
part? 

(a) You must be in compliance with 
the requirements in paragraphs (a)(1) 
through (6) in this section at all times, 
except during periods of startup, shut-
down, and malfunction. The terms 
startup, shutdown, and malfunction 
are defined in § 63.2. 

(1) The emission limitations in 
§ 63.9590. 

(2) The work practice standards in 
§ 63.9591. 

(3) The operation and maintenance 
requirements in § 63.9600. 

(4) The notification requirements in 
§ 63.9640. 

(5) The reporting requirements in 
§ 63.9641. 

(6) The recordkeeping requirements 
in § 63.9642. 

(b) During the period between the 
compliance date specified for your af-
fected source in § 63.9583 and the date 
upon which continuous monitoring sys-
tems have been installed and certified 
and any applicable operating limits 
have been set, you must maintain a log 
detailing the operation and mainte-
nance of the process and emissions con-
trol equipment. This includes the daily 
monitoring and recordkeeping of air 
pollution control device operating pa-
rameters as specified in § 63.9590(b). 

(c) You must develop and implement 
a written startup, shutdown, and mal-
function plan according to the provi-
sions in § 63.6(e)(3). 

INITIAL COMPLIANCE REQUIREMENTS 

§ 63.9620 On which units and by what 
date must I conduct performance 
tests or other initial compliance 
demonstrations? 

(a) For each ore crushing and han-
dling affected source, you must dem-
onstrate initial compliance with the 

emission limits in Table 1 to this sub-
part by conducting an initial perform-
ance test for particulate matter as 
specified in paragraphs (a)(1) and (2) of 
this section. 

(1) Except as provided in paragraph 
(e) of this section, an initial perform-
ance test must be performed on all 
stacks associated with ore crushing 
and handling. 

(2) Initial performance tests must be 
completed no later than 180 calendar 
days after the compliance date speci-
fied in § 63.9583. Performance tests con-
ducted between October 30, 2003 and no 
later than 180 days after the cor-
responding compliance date can be 
used for initial compliance demonstra-
tion, provided the tests meet the ini-
tial performance testing requirements 
of this subpart. 

(b) For each indurating furnace af-
fected source, you must demonstrate 
initial compliance with the emission 
limits in Table 1 to this subpart by 
conducting an initial performance test 
for particulate matter as specified in 
paragraphs (b)(1) and (2) of this section. 

(1) An initial performance test must 
be performed on all stacks associated 
with each indurating furnace. 

(2) Initial performance tests must be 
completed no later than 180 calendar 
days after the compliance date speci-
fied in § 63.9583. Performance tests con-
ducted between October 30, 2003 and no 
later than 180 days after the cor-
responding compliance date can be 
used for initial compliance demonstra-
tion, provided the tests meet the ini-
tial performance testing requirements 
of this subpart. For indurating fur-
naces with multiple stacks, the per-
formance tests for all stacks must be 
completed within a reasonable period 
of time, such that the indurating fur-
nace operating characteristics remain 
representative for the duration of the 
stack tests. 

(c) For each finished pellet handling 
affected source, you must demonstrate 
initial compliance with the emission 
limits in Table 1 to this subpart by 
conducting an initial performance test 
for particulate matter as specified in 
paragraphs (c)(1) and (2) of this section. 

(1) Except as provided in paragraph 
(e) of this section, an initial perform-
ance test must be performed on all 
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stacks associated with finished pellet 
handling. 

(2) Initial performance tests must be 
completed no later than 180 calendar 
days after the compliance date speci-
fied in § 63.9583. Performance tests con-
ducted between October 30, 2003 and no 
later than 180 days after the cor-
responding compliance date can be 
used for initial compliance demonstra-
tion, provided the tests meet the ini-
tial compliance testing requirements 
of this subpart. 

(d) For each ore dryer affected 
source, you must demonstrate initial 
compliance with the emission limits in 
Table 1 to this subpart by conducting 
an initial performance test for particu-
late matter as specified in paragraphs 
(d)(1) and (2) of this section. 

(1) An initial performance test must 
be performed on all stacks associated 
with each ore dryer. 

(2) Initial performance tests must be 
completed no later than 180 calendar 
days after the compliance date speci-
fied in § 63.9583. Performance tests con-
ducted between October 30, 2003 and no 
later than 180 days after the cor-
responding compliance date can be 
used for initial compliance demonstra-
tion, provided the tests meet the ini-
tial compliance testing requirements 
of this subpart. For ore dryers with 
multiple stacks, the performance tests 
for all stacks must be completed with-
in a reasonable period of time, such 
that the ore dryer operating character-
istics remain representative for the du-
ration of the stack tests. 

(e) For ore crushing and handling af-
fected sources and finished pellet han-
dling affected sources, in lieu of con-
ducting initial performance tests for 
particulate matter on all stacks, you 
may elect to group a maximum of six 
similar emission units together and 
conduct an initial compliance test on 
one representative emission unit with-
in each group of similar emission units. 
The determination of whether emission 
units are similar must meet the cri-
teria in paragraph (f) of this section. If 
you decide to test representative emis-
sion units, you must prepare and sub-
mit a testing plan as described in para-
graph (g) of this section. 

(f) If you elect to test representative 
emission units as provided in para-

graph (e) of this section, the units that 
are grouped together as similar units 
must meet the criteria in paragraphs 
(f)(1) through (3) of this section. 

(1) All emission units within a group 
must be of the same process type (e.g., 
primary crushers, secondary crushers, 
tertiary crushers, fine crushers, ore 
conveyors, ore bins, ore screens, grate 
feed, pellet loadout, hearth layer, cool-
ing stacks, pellet conveyor, and pellet 
screens). You cannot group emission 
units from different process types to-
gether for the purposes of this section. 

(2) All emission units within a group 
must also have the same type of air 
pollution control device (e.g., wet 
scrubbers, dynamic wet scrubbers, 
rotoclones, multiclones, wet and dry 
electrostatic precipitators, and 
baghouses). You cannot group emission 
units with different air pollution con-
trol device types together for the pur-
poses of this section. 

(3) The site-specific operating limits 
established for the emission unit se-
lected as representative of a group of 
similar emission units will be used as 
the operating limit for each emission 
unit within the group. The operating 
limit established for the representative 
unit must be met by each emission 
unit within the group. 

(g) If you plan to conduct initial per-
formance tests on representative emis-
sion units within an ore crushing and 
handling affected source or a finished 
pellet handling affected source, you 
must submit a testing plan for initial 
performance tests. This testing plan 
must be submitted to the Adminis-
trator or delegated authority no later 
than 90 days prior to the first sched-
uled initial performance test. The test-
ing plan must contain the information 
specified in paragraphs (g)(1) through 
(3) of this section. 

(1) A list of all emission units. This 
list must clearly identify all emission 
units that have been grouped together 
as similar emission units. Within each 
group of emission units, you must iden-
tify the emission unit that will be the 
representative unit for that group and 
subject to initial performance testing. 

(2) A list of the process type and type 
of air pollution control device on each 
emission unit. 
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(3) A schedule indicating when you 
will conduct an initial performance 
test for particulate matter for each 
representative emission unit. 

(h) For each work practice standard 
and operation and maintenance re-
quirement that applies to you where 
initial compliance is not demonstrated 
using a performance test, you must 
demonstrate initial compliance within 
30 calendar days after the compliance 
date that is specified for your affected 
source in § 63.9583. 

(i) If you commenced construction or 
reconstruction of an affected source be-
tween December 18, 2002 and October 
30, 2003 , you must demonstrate initial 
compliance with either the proposed 
emission limit or the promulgated 
emission limit no later than 180 cal-
endar days after October 30, 2003 or no 
later than 180 calendar days after 
startup of the source, whichever is 
later, according to § 63.7(a)(2)(ix). 

(j) If you commenced construction or 
reconstruction of an affected source be-
tween December 18, 2002 and October 
30, 2003, and you chose to comply with 
the proposed emission limit when dem-
onstrating initial compliance, you 
must conduct a second performance 
test to demonstrate compliance with 
the promulgated emission limit by 3 
years and 180 calendar days after Octo-
ber 30, 2003, or after startup of the 
source, whichever is later, according to 
§ 63.7(a)(2)(ix). 

§ 63.9621 What test methods and other 
procedures must I use to dem-
onstrate initial compliance with the 
emission limits for particulate mat-
ter? 

(a) You must conduct each perform-
ance test that applies to your affected 
source according to the requirements 
in § 63.7(e)(1) and paragraphs (b) and (c) 
of this section. 

(b) For each ore crushing and han-
dling affected source and each finished 
pellet handling affected source, you 
must determine compliance with the 
applicable emission limit for particu-
late matter in Table 1 to this subpart 
by following the test methods and pro-
cedures in paragraphs (b)(1) through (3) 
of this section. 

(1) Except as provided in § 63.9620(e), 
determine the concentration of partic-
ulate matter in the stack gas for each 

emission unit according to the test 
methods in appendix A to part 60 of 
this chapter. The applicable test meth-
ods are listed in paragraphs (b)(1)(i) 
through (v) of this section. 

(i) Method 1 or 1A to select sampling 
port locations and the number of tra-
verse points. Sampling ports must be 
located at the outlet of the control de-
vice and prior to any releases to the at-
mosphere. 

(ii) Method 2, 2A, 2C, 2D, 2F, or 2G, as 
applicable, to determine the volu-
metric flow rate of the stack gas. 

(iii) Method 3, 3A, or 3B to determine 
the dry molecular weight of the stack 
gas. 

(iv) Method 4 to determine the mois-
ture content of the stack gas. 

(v) Method 5, 5D, or 17 to determine 
the concentration of particulate mat-
ter. 

(2) Each Method 5, 5D, or 17 perform-
ance test must consist of three sepa-
rate runs. Each run must be conducted 
for a minimum of 2 hours. The average 
particulate matter concentration from 
the three runs will be used to deter-
mine compliance, as shown in Equation 
1 of this section. 

C
C C C

Eqi = + +1 2 3

3
( .  1)

Where: 

Ci = Average particulate matter concentra-
tion for emission unit, grains per dry 
standard cubic foot, (gr/dscf); 

C1 = Particulate matter concentration for 
run 1 corresponding to emission unit, gr/ 
dscf; 

C2 = Particulate matter concentration for 
run 2 corresponding to emission unit, gr/ 
dscf; and 

C3 = Particulate matter concentration for 
run 3 corresponding to emission unit, gr/ 
dscf. 

(3) For each ore crushing and han-
dling affected source and each finished 
pellet handling affected source, you 
must determine the flow-weighted 
mean concentration of particulate 
matter emissions from all emission 
units in each affected source following 
the procedure in paragraph (b)(3)(i) or 
(ii) of this section. 

(i) If an initial performance test is 
conducted on all emission units within 
an affected source, calculate the flow- 
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